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Plastic-Oil Measures, Jugs and Funnels

Description Images and specifications can be subject to change without notice Part No.

MPQ

24 33 300 64

24 33 300 02

15 33 300 19

7 33 300 26

5 33 300 33

8 33 300 57

MPQ

12 33 300 71

8 33 300 88

MPQ

5 33 200 10

6 33 200 27

4 33 200 58

MPQ

1 33 200 72

MPQ

6 33 518 09

4 33 522 02

MPQ

1 33 201 02

1 33 201 26
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Type J-PE 5000 5,00 Liter

Made of high grade polythene, white, heavy duty with

dust protection screw cap and flexible,

removeable spout with cap.

Fluids are protected against the ingress of pollutants

and the cap prevents drips or spillages.

Type J-PE 1000 1,00 Liter

Type J-PE 2000 2,00 Liter

Type J-PP 100 1,00 Liter

Type J-PP 200 2,00 Liter

Type J-PP 300 3,00 Liter

Plastic Oil Measuring Jugs Set

Type J-PP 500 5,00 Liter

Plastic Oil Measuring Jug, graduated
Transparent polypropylene with handle

and pouring lip, ml scale

Pack quantities (MPQ) subject to change without notice

Type J-PP 25 0,25 Liter

Type J-PP 50 0,50 Liter

Flexible spout for PE-oil-measure type J-PE

and for plastic funnel with strainer type F-HDPE (page 28)

Flexible spout for type J-PE 1000+2000 and type F-HDPE 190

Plastic Funnel with Strainer
Plastic funnel made of heavy duty polythene

with screw-on flexible spout

Polythene Oil Measure Set Typ J-PE

Plastic Funnel F-HDPE 190

Plastic Funnel F-HDPE 240

Flexible Spout
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Plastic oil measuring jugs set, type J-PP

packed in sealed plastic bag

Polythene Oil Measure

with dust protection lid and flexible spout

Type J-PP 0,5 + 1,0 + 2,0 Liter in sealed plastic bag

Type J-PP 1,0 + 2,0 + 5,0 Liter in sealed plastic bag

Polythene Oil Measure Set

with dust protection lid and flexible spout
Plastic oil measuring set, type J-PE,

1,0 + 2,0 + 5,0 Liter

packed in sealed plastic bag and cadboard box

Flexible spout for type J-PE 5000 and type F-HDPE 240


